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Keane earthenware clay 

WHITE EARTHENWARE No.37                                                                                                                    

12.5 kg bags   Bisc. 980ºc—1000ºc      Glaze . 1080ºc—1100ºc         

This is a fine white bodied clay, suitable for throwing and general use. 

EARTHENWARE No.1                                                                                                                 

12.5 kg Bags   Bisc. 980ºc—1000ºc      Glaze . 1080ºc—1100ºc         

A rich red clay which contains fine grog  suitable for throwing small to large items, also handbiulding and 
modelling uses.  This is a good all round terracotta clay. 

RED TERRACOTTA                                                                                                               

12.5 kg Bags  Bisc. 980ºc—1000ºc      Glaze . 1080ºc—1100ºc         

A supper fine 100 mesh terracotta clay, fires a rich red colour. Is suitable for domestic ware, throwing and 
modelling. 

Clayworks  earthenware clay 

WHITE EARTHENWARE [TWE]                                                                                                          

10kg bags Bisc. 980ºc—1000ºc      Glaze . 1080ºc—1100ºc                                                                                          

Arguably the best earthenware clay available in Australia. It is a 120 mesh, white firing clay suitable for 

most production techniques, including throwing, pressing, jigger jollying and handbiulding. It offers excel-

lent glaze fit at earthenware temperatures. 

TERRACOTTA MTC [MTC]                                                                                                                

10kg bags Bisc. 980ºc—1000ºc      Glaze . 1080ºc—1100ºc                                                                                                 

A fine, 80 mesh, red terracotta clay, developed to be  more user friendly than traditional terracotta clays. It offers good fit and 

excellent workability.   

Keane Raku Clay 

WHITE RAKU                       

12.5 kg Bags    Bisc. 980ºc—1000ºc       Glaze .1250ºc—1300ºc                                                                                     
A medium texture clay, grogged with fine sand. Suitable for handbiulding and 
throwing. A popular clay witch can be used for earthenware or stoneware firing.     

                                                      

RAKU No.8 òTó [THROWWING]                                                                                            
12.5 kg Bags   Bisc. 980ºc—1000ºc      Glaze . 1250ºc—1300ºc                                                                                           
This clay is heavily grogged with fine sand. Suitable for throwing and handbiulding. 
Fires a toasty orange in reduction with iron fleck and buff in oxidation.  

Feeney Buff clay 

BUFF RAKU [BRT]                                                                                                                       

12.5kg bags                         Bisc. 980ºc—1000ºc      Glaze . 1240ºc—1280ºc                                                                                                                 

Based on stoneware clays with large amounts of refractory grog and crushed 

Trachytes. Ideal for Handbiulding and sculpture, may be fired up to stoneware temperatures. Very 

highly speckled and drake in colour [brown] and very vitreous. Also usable at E/W temperatures and 

glazes. 

Clayworks School  clay 

WHITE SCHOOL CLAY                                                                                                                      

10kg bags   Bisc. 980ºc—1000ºc    Glaze . 1240ºc—1300ºc                                                                                                                   

An excellent plastic easy to work, white to buff clay, with a broad firing range  Orton     cone 03 to 5. It 

is compatible with a wide range of commercial earthenware glazes. As a 60 mesh body it has good 

balance, i.e. Adequate tooth for hand building but not too coarse on the hands when throwing 

RED SCHOOL CLAY                                                                                                                          

10kg bags.      Bisc. 980ºc—1000ºc        Glaze . 1240ºc—1300ºc                                                                                                                   

A terracotta version of the White school clay.                                                                                             
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Artist : Simone Fraser                          

ñI use Keane White 

Raku clay because it 

allows me flexibility in the 

making process. I am 

able to throw and hand 

building with it. As I force 

dry my work with a burn-

er or heat gun, it is very 

important that I use a 

dependable clay that will 

not respond adversely to 

this process.        Itôs the 

best!ò         
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Keane stoneware clay 

STONEWARE No.5B                                                                                                               

12.5 kg Bags  Bisc. 980ºc—1000ºc      Glaze . 1250ºc—1300ºc                                                                                      

A plastic clay with the sedition of fine grog and sand. Suitable for wheel throwing, general use 
and larger items. Fires light buff in  oxidation and light grey with iron fleck in reduction.      

STONEWARE No.33                                                                                                               

12.5 kg Bags     Bisc. 980ºc—1000ºc   Glaze . 1250ºc—1300ºc                                                                                                                               

Grey body with iron spots, more “spotty” under reduction.,  suitable for throwing and general 
use  

STONEWARE No.7                                                                                                                   

12.5 kg Bags     Bisc. 980ºc—1000ºc Glaze . 1250ºc—1300ºc                                                                                                                               

A fine white plastic clay suitable for throwing and general use. One of our most popular clays.  

STONEWARE No.9                                                                                                                               

12.5 kg Bags     Bisc. 980ºc—1000ºc  Glaze . 1250ºc—1300ºc                                                                                                                               
This clay is suitable for both throwing and hand building applications. Unfired colour is a strong 
pink due to the large iron content. Firing to a dark chocolate in reduction a perfect body to add 
warmth and different look to your range of glazes. 

STONEWARE SPECIAL K  

12.5 kg Bags     Bisc. 980ºc—1000ºc    Glaze . 1250ºc—1300ºc                                                                                                                                
A white clay containing a large amount of pre-fired grog for added building strength. A 
robust body specially suited to large sculptural work accommodating all hand forming ap-
plications, can be thrown with care. Good thermal qualities, can withstand multiple firing 
techniques 
 

Clayworks stoneware clay     

 STONEWARE /EARTHENWARE SWE                                                                                                                                          

10kg bags Bisc. 980ºc—1000ºc      Glaze . 1240ºc—1300ºc                                                                                                

A versatile white to cream, 120 mesh, earthenware / stoneware clay. It is very tolerant to firing condi-

tions. Glaze fit at  1200ºc. It offers fine texture and good plasticity.           

WHITE STAONEWARE [JB3]                                                                                                            

10kg bags Bisc. 980ºc—1000ºc      Glaze . 1240ºc—1300ºc                                                                                              

A fine, 120  mesh, white stoneware clay, specially formulated for the production potter. JB3 has ex-

cellent working properties, is very plastic and fire to a high quality finish.      

Clayworks stoneware clay 

SCULPTURE FINE CLAY [SF]                                                                

                                    10kg bag Bisc. 980ºc—1000ºc      Glaze . 1240ºc—

1300ºc                            

A 30 mesh body specifically designed for handbiulding. It offers a broad firing range and 

fires to a beautiful sandstone colour. A wonderful RAKU body. A strong, robust body  that 

stands up well when thrown.                                                                                

SCULPTURE COEASE CLAY                                                                                  

10kg bags Bisc. 980ºc—1000ºc      Glaze . 1240ºc—1300ºc                                        

A 16 mesh version of SCULPTURAL FINE. Excellent for handbiulding of large forms. Great 

in wood firings.                                                                                            

SCULPTURE WARM CLAY                                                                                       

10kg bags  Bisc. 980ºc—1000ºc      Glaze . 1240ºc—1300ºc           

A version of SCULPTURAL FINE with an addition of Terracotta to give it a wonderful warm 

colour.  Supered plastic qUalities.     

1300C OXIDATION / 1300C REDUCTION 

By Trudy Barclay                 

SF Sculptural Fine 



Clayworks wood & slat clay 

OWENS RYEõS WOOD AND SALT   FIRING  

10 Kg   bags  Bisc. 980ºc—1000ºc     Glaze 1240ºc —-1300ºc                                                                                          

RSF is a grogged 16 mesh clay and will give brilliant flashing colour in wood firing. Also throws well and is exellent for hand 

building larger pieces.                                                                                                                                                             

NOTE: RSF has been reformulated to improve its plasticity and colour flashing.      

 

Keane Ceramics 

PORCELAIN                                                                        

12.5 kg Bags     Bisc. 980ºc—1000ºc      Glaze . 1250ºc—1300ºc                                                                                                                               

Fine white plastic porcelain body, for throwing and general use.  

Clayworks porcelain clay 

iPORCELAIN [WSP]                                                                                                     

10kg bag Bisc. 980ºc—1000ºc      Glaze . 1240ºc—1300ºc                                                                                              

An excellent white, 120 mesh, porcelain clay offering a broad range. An extremely versa-

tile body suitable for throwing, jigger  jollying and pressing. The ideal body for high quali-

ty table ware.         

 

LES BLAKEBROUGHõS SOUTHER ICE PORCELAIN CLAY [LBSI]                                                          

10kg bag        Bisc. 980ºc—1000ºc   Glaze . 1240ºc— 1300ºc                                                                                                                                                                   

This is a truly magnificent, translucent, white porcelain. While it is one of the best porcelains available it is also surprisingly  

easy to work. For best whiteness and  translucency fire in reduction.      

Keane Slip 

POLAR WHITE ñ pure white                                                                                                     

10 Litre Pails Bisc. 980ºc—1000ºc      Glaze . 1060ºc—1120ºc                                                                                              

An all purpose white slip, suit most earthenware glazes and hobby glazes. 

J -CAST ñ  white                                                                                                                    

10 Litre Pails Bisc. 980ºc—1000ºc      Glaze . 1285ºc—1300ºc                                                                                                

This is a porcelaineous stoneware slip, that has a short casting time . It is a easy cutting in the 

green stage , and has a good glaze fit for most stoneware and porcelain glazes. 

 

 

Western Macdonald Range Eucalyptus,   

2005. H19cm.  Collection of the   Artist 

Have you seen 

“The Ice”  

The first piece I made with Southern Ice, it measures approxi-
mately 18cm x 15cm x 7cm. Fired to cone 10 in oxidation, un-
glazed and polished with silicon carbide abrasive paper. This is 
an abstract piece, originally thrown and then formed to shape. 

- Hector Herrera 

By Linda Kent   

WSP - Fine White porce-
lain 

http://www.clayworksaustralia.com/index.php?option=com_content&view=article&id=292:hector-herrera&catid=75&Itemid=86


 

WHAT IS PAPER CLAY?                                                                                                                      

Paper clay is traditional pottery clay mixed with cellulose fibres. The use of cellulose fibres 
being very durable and hollow creates a “capillary system”  that distributes moisture easily 
and evenly through the clay. 

The result is strong but flexible internal structure in the clay. The cellulose fibres can 
compress and expand with the clay giving little to no resistance. Greenwar re-wets 
easily allowing you to re-work, alter and add new paper clay at any stage. 

Paper clay offers you the freedom to experiment with exaggerated, even impossible 
looking          forms with traditional clay. 

The creative potential of this amazing material has made it a popular choice in the 
classroom. Being a forgiving medium with a multitude of benefits. 

GREEN STRENTH                                                                                     

The knitting together of the paper fibres adds considerable strength when dry. This added green strength is a bonus when 

coping with rough handling and misadventure when transporting. Can also be used as an air drying clay. 

JOINING AT ANY STAGE                                                                         

Best joined at firm leather hard stage, with care wet paper clay can be successfully joined to dry and 
vice versa by scratching and gluing with paper clay slurry. Reinforce with coils where possible. 

REPAIRS                                                                                                 

Breakages are easily repaired by simply joining with paper clay slip. Should crakes appear, putty crakes with more paper clay. 

Paper clay can also be joined to bisque fired paper clay. Firstly spray the bisque ware lightly with water, coat the area to be covered 
with a thin slurry, before adding or rebuilding. 

Note these pieces will need to be re-fired to bisque temperature before glazing.   
Experiment with old pots to practice these techniques. 

WHITE EARTHANWARE PAPER CLAY           10  kg   Bag        

Bisc. 980ºc—1000ºc      Glaze . 1080ºc—1100ºc     

     

WHITE RAKU PAPER CLAY      10 kg Bags                                                                          

Bisc. 980ºc—1000ºc      Glaze . 1250ºc—1300ºc       

   

WHITE STONEWARE PEAPER CLAY   10 kg Bags                                                                            

Bisc. 980ºc—1000ºc      Glaze . 1250ºc—1300ºc   

 

WHITE PORCELAIN PEAPER CLAY   10 kg Bags                                                                               

Bisc. 980ºc—1000ºc      Glaze . 1250ºc—1300ºc         

        

Artist: Helen Dunkerley                                                                                                                               
   I used multiple layers of slip and terrasigillatas on earthenware paper clay vessels.  I create visual 

and tactile textures by imprinting, sgraffito and distressing the surface. I have found that only Keane’s Paper 

clay will hold onto the many slip layers that I scrape and sand back to revel the marks beneath.                                                                                                     

Using Keane’s Paper clay is essential to my work practice and allows me to achieve the level of finesse, 

which gives me the desired visual delicacy and fragility in my work.                                    Photo: Johanna 

1100C CONE 3 ERTH-W / 1300C OXIDATION STONEWARE / 1300C REDUCTION STONE-

WHITE STONEWARE PAPER CLAY  

WHITE RAKU PAPER CLAY  

WHITE EARTHENWARE PAPER CLAY  
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Discounts are 

available , ask 

when placing 

your order.   

Clay Prices 
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